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1 stock 5 positions

The M4 is also available with telescopic stock that can be 
adjusted in 5 positions. Easily removable to changing in 
Pistol Grip or standard stock.

4 PICATINNY RAIL

The weapon’s MIL-STD-1913 Picatinny Rail means that it is 
possible to fit all types of targeting device (from optical 
sights to red dot sights, light intensifiers etc.).

2 GHOST RING SIGHT

The M4 is equipped as standard with a Ghost Ring Sight that 
is adjustable in windage and elevation and protected by side 
lugs in heat-treated steel.

5 Rotary locking head

Locking is comprised of a rotating bolt head with two robust 
lugs, such a way as to prevent premature firing and to 
prevent opening until the pressure in the barrel is below the 
safety limit level.

3 TRIGGER GROUP 

The Benelli patent variable geometry trigger release unit has 
a single action. The Cut-off system, permits to replace the 
chambered cartridge with a cartridge from the magazine 
and it also indicates when the hammer is cocked.
The safety button is over-sized to avoid accidental release.

External Ceramic coating 

(federal standard field grab) that confers the treated surfaces of the 

M4 exceptional resistance against extreme environmental conditions, 

erosion, corrosion and scratching.

6 A.R.G.O. (Auto Regulating Gas Operating)

Two symmetrical gas ports placed under the barrel close to the 
combustion chamber. Both ports have a short stroke piston set 
back to discharge the hot gases at high pressure, in 100% safe 
and constant cycle, free from clogging by residuals.
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m4 is also availabre with 14” barrel and m4 battle brown with 18,5” barrel

m4 technical sheet
M4 Black 18,5”

Telescopic stock

M4 Battle brown

 14”+ Door-breacher

Telescopic stock

OPERATION 
Semiautomatic Auto Regulating Gas 

Operating
• •

GAUGE 12 12

CHAMBER 3” MAGNUM 3” MAGNUM

SAFETY ordinary (mechanic and manually 
operated on trigger) and automatic 

(against premature firing on disconnector); 
over-sized, reversible 

(right- /left-handed) safety button

• •

CUT-OFF lever for rapid cartridge 
replacement 

and red cocked hammer indicator
• •

TRIGGER LOAD 
between 2.500 and 3.250 kg - 30 and 36 N • •

BARREL LENGTH (mm) 470 355

MAGAZINE CAPACITY 6 Magnum or 7 
standard cartridges (+1 in chamber) •

M4 Black 18,5”

Telescopic stock

M4 Battle brown

 14”+ Door-breacher

Telescopic stock

MAGAZINE CAPACITY  3 Magnum or 4 
standard cartridges (+1 in chamber) •

STOCK DISTANCE FROM TRIGGER (mm)
360 extended 
239 retracted

360 extended 
239 retracted

SIGHTS 
Ghost Ring rear sight with diopter with 

adjustable windage and elevation and 
protective side lugs; fixed sight for Ghost 

Ring Sight; Picatinny Rail

• •

STOCK 
in tecnopolymer telescopic stock, 

collapsible to 121 mm
• •

WEIGHT (g. unloaded weapon) 3780 3700

TOTAL LENGTH (mm) 1010 extended 
889 retracted

895 extended
774 retracted

FINISH 
black anodised receiver; hammered 

barrel in Ni-Cr-Mo steel with chrome lining 
and phosphate-coated exterior

•

External Ceramic coating 
(federal standard field grab) that confers 

the treated surfaces of the M4 exceptional 
resistance against extreme environmental 

conditions, erosion, corrosion 
and scratching

•


